SPECIFICATIONS FOR SOIL COMAPCTOR
ACCEPTABLE BRAND/MODEL: CAT CP54BSeries 2, Hamm H11ip or DynapacCA2500PD, or Equal
ALL SPECIFICATIONS ARE CONSIDERED MINIMUM UNLESS OTHERWISE NOTED

1. Engine: Diesel, 131hp 
2. Fuel Capacity: 64 gallons

3. Electrical System: 24V
4. Overall Length: 230”
5. Overall Width: 90”
6. Wheelbase: 114”
7. Roll Width: 84”
8. Curb Clearance: 18”
9. Drum Diameter: 59”
10.  Operating Weight: 24,300 lbs with ROPS, 24,500 lbs. with Cab
11.  Vibratory Frequency: high/low 1800/2400 VPM
12.  Centrifugal Force per Drum: high/low Amplitude, 55,350/38,475 lbs.
13.  Drive Type: Hydrostatic
14.  Gradeability: Theoretical 57%
15.  Rolling Speed F & R: speed range 3-7mph
16.  Articulated Angle: +/- 34 degrees
17.  Oscillation Angle: Vertical Oscillation +/- 9 degrees
18.  Brakes: Hydrostatic in forward and reverse lever
19.  Parking Brake: Mfg.’s standard and Failsafe multidisc brake in drum gear box and in rear axle.
20.  Lockable Items to Include, but Not Limited to: Fuel, battery box, instrument panel and engine hood. 
21.  Required Features and Options: 1) Hour Meter; 2) Hydraulic Oil Temperature; 3) Horn; 4) Amp meter; 5) Fuel Gauge; 6) Back-Up Alarm; 7) Engine Oil Pressure; 8) Engine Tachometer; 9) Water Temperature Gauge. 
22.  Manual(s): One (1) operator’s

23.  Operator Platform: Shock resistant with swivel/bucket or duel bucket seat(s) positioned to allow clear vision for operator to either side of roller. Safety guard rails required (for ROPS quote) . Seat belts required. 
24.  Color: Mfg.’s standard

25.  Operation and Maintenance Orientation: Successful bidder shall provide a qualified individual for equipment operation safety and preventative maintenance orientation for approx. three (3) hrs. at delivery location. A safety video is requested if available.

26.  Delivery: All manufacturers’ standard equipment as advertised as standard to be included. Units to be completely assembled and ready to operate upon delivery.

27.  Warranty: One (1) year 100% parts & labor against defects in materials & workmanship. Warranty repairs shall be performed in the field (jobsite/TDOT Region Garage). If transportation is required outside the regional area it shall be at vendor’s expense. Warranties & guarantees by the suppliers of various components in lieu of a single source responsibility by the manufacturer will not be acceptable, except engine warranties. The successful bidder through the manufacturer shall be solely responsible for the complete unit.

28.  Parts & Service: Manufacturer’s franchised authorized dealer must have parts & service facility within three (3) hrs. of FOB delivery location. This must be a full service franchised dealership which includes: 1) Sales Management; 2) Field Representatives; 3) Manufacturer’s Required Specialized Tools; 4) Fully Equipped Service Trucks; 5) Factory Trained Technicians

29.  Number of Pads:  qty. 130
30.  Height of pads: 4”

31.  Tire Size 8 ply: ( 23.1X26TR)

32.  Turning radius Outside: (18ft.)

33.  Turning Radius Inside: (12.8ft.)

34.  Drum Shell Thickness Minimum: (0.59”)

