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1) Mobile Ballistic Shields (supplier will provide delivered prices for each):
A. Ballistic shield (solid) 
B. Ballistic shield (½ solid and ½ glass)
C. Ballistic shield (full glass)
2) Ballistic Shield Minimum Specifications:    
	A) A minimum of 48" x 72" (4' width x 6' height) with final height on casters of
	approximately 75". 

	B) Bullet Resistant Panel 
· Solid.
· Ballistic glass in the upper half and ballistic armor in the lower half.
· Ballistic glass in the entire opening.
 
	B) Upholstered in grey acoustic fabric with a tackable surface.

	C) Aluminum framed.

	D) Material purchased for ballistic protection at standalone facilities (SAFs) and store 	front recruiting offices (SFROs) must meet Underwriters Laboratories (UL) 752 Standard
	for Bullet-Resisting Equipment or National Institute of Justice (NIJ) Standard 0108.01,
	Ballistic Resistant Protective Materials.

	E) Must be in compliance with the Buy American Act.  
	It is included in reference: https://www.acquisition.gov/far/html/Subpart%2025_1.html

	F) Minimum Level 5 UL Protection:
· 7.62mm Rifle Lead Core Full Metal Copper Jacket, Military Ball (.308 Caliber), 150 grains, 9.7 weight, 2750 min fps

	H) Approximate weight: 550 lbs, palletized and crated with delivery to site.  The agency
	will provide forklift and personnel to off-load the shields. 

3) Caster Specifications:  Heavy duty four (4) inch steel lockable casters (four each per shield) to enable mobility and support for weight of the shield.  Casters shall be painted gray. 
4) Unit Price Instructions: Unit price is to include one (1) each panel, four (4) each 4" steel lockable casters, detailed instructions on how to attach the casters to the panel, and shipping to the designated ship to location; per line item. The system will multiply the unit price by the line quantity for a line item total price.   
 



Acceptable Brands/Models: 
1) Ballistic Shield Solid 
LC Battle Panel Series 300 with LC Trucks (casters) and Shipping
Amortex Level 5, Casters and Shipping
or equal

2)  Ballistic Shield (1/2 solid and 1/2 glass)
LC Battle Panel Series 300 with LC Trucks (casters) and Shipping
Defenshield DS 181, Casters and Shipping
or equal

3)  Ballistic Shield (full glass)
LC Battle Panel with LC Trucks (casters) and Shipping
Defenshield DS181, Casters and Shipping
or equal
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