SPECIFICATIONS FOR TRUCK, 28000 GVWR, 16 FT. VAN BODY W/ELECTRO/HYDRAULIC LIFT GATE
ACCEPTABLE BRANDS/MODELS: INTERNATIONAL DURASTAR 4300, FREIGHTLINER M2-106 OR EQUAL
ALL SPECIFICATIONS ARE CONSIDERED MINIMUM UNLESS OTHERWISE STATED
SPECIAL INSTRUCTIONS

All bidders shall quote upon a manufacturer’s latest standard conventional model truck complete with all standard equipment plus any optional or special equipment required meeting these specifications. Specifications include a cab & chassis with a 16 ft. van body w/elevator lift gate to meet all requirements of these specifications.

Specifications require complete chassis pre-delivery service complying with manufacturers’ specifications. It shall be the responsibility of the successful bidder to perform pre-delivery service and inspect the unit for specification compliance prior to delivery to the State of Tennessee D.O.T.

DOCUMENTS

Owner’s manual, line set ticket, warranty papers, extra key, invoice and manufacturer’s statement of orgin are to be furnished with each unit. The manufacturer’s statement of orgin shall be executed in the name of:

Tennessee Department of Transportation

505 Deaderick Street

Nashville, TN. 37243-0346

MILEAGE, ODOMETER READING

The maximum mileage allowable for any vehicle to be considered acceptable shall be 600 miles. It shall be the responsibility of the successful bidder to make required arrangements to insure that the mileage/odometer reading does not exceed the maximum listed when the vehicle is delivered to the using agency for final acceptance.
2017 MODEL YEAR

CAB AND CHASSIS SPECIFICATIONS
1. All standard equipment as listed by the manufacturer and/or as required for 2017 truck w/conventional cab & chassis, 28000 lb. GVWR, WB 186” to 197”, CA 119” to 124”, heavy-duty conventional cab, diesel engine. NOTE: GVWR to govern over all components
2. Axles: Front – minimum 8,000 lb. capacity; Rear – minimum 21,000 lb. capacity, single speed. Axle ratio & engine parameters shall limit maximum speed to 78 mph. Synthetic lube in front and rear axles.
3. Springs: Front – minimum 8,000 lb. capacity total; Rear – minimum 21,000 lb. capacity. NOTE: Rear OEM auxiliary springs for roll control and improved handling shall be included. Auxiliary springs rating shall not be used to meet minimum required rear spring rating.
4. Engine and Accessories: Diesel 6.7L, minimum 300 hp @ mfg’s rated RPM, 660 lbs. Torque @ mfg’s rated RPM. To include the following: engine tachometer, engine Hourmeter, warning light or buzzer for oil pressure, coolant temperature, etc.
5. Engine Block Heater: Required

6. Engine Cooling: Heavy-duty

7. Coolant Hoses with  constant tension hose clamps
8. Engine Protection System: Low oil/high coolant temperature shutdown w/automatic over-ride; to include warning lights and/or audible alarm.

9.  Resettable circuit breakers required

10.  Transmission: Automatic, 6-speed
11.  Tires: Front two (2) radial 11R22.5, 14 ply tubeless steel belted premium highway tread; Rear four (4) radial 11R22.5, 14 ply tubeless steel belted highway premium tread.

12.  Battery(s): 12 volt, minimum total 1850 CCA, maintenance free with threaded studs. Battery box mount, frame mounted under cab. 
13.  Alternator: 160 amps/hrs. (minimum)

14.  Wheels: 22.5” x 8.25”, 10 hole disc. Color - White
15.  Steering: Power

16.  Fuel Tank: 45 gallon minimum, ¼ tank upon delivery. Aluminum tank requested.
17.  Mirrors: Exterior – Right and left side, west coast type, minimum of 112 sq. inch mirror area each. For 102” width, with 7.55” convex mirrors below west coast mirrors. All mirrors to adjust independently of each other.
18.  Tow Hooks: Two (2) front mounted or single “A” frame mounted.

19.  Frame:  To meet GVWR
20.  Brakes: Full air, 18.7 CFM compressor w/rear springs brake, heated air dryer. 
21.  Automatic Brake Slack Adjusters: Front & rear
22.  Hubs Front Wheel: Oil lubricated with wheel seals

23.  Cab assist handles on both sides of truck, interior & exterior

24.  Horn: Dual electric
25.  Radio: AM/FM factory installed

26.  Heater/Air Conditioner: Factory installed

27.  Winterized: Vehicle to be completely winterized to -20 degrees F.

28.  Seat: Air suspension driver seat w/adjustable lumbar support. Passenger seat, single high back, non-suspension.

29.  Sunvisors: Dual (inside)

30.  Shocks: Front, heavy-duty
31.  Cab Suspension: Cab rear suspension shall be air bag type with shock absorber(s). Factory design and installation required.

32.  Hood: Forwarding tilting hood and fenders

33.  Color: Cab Exterior – bright white; Interior – lt. grey (preferred); Chassis – standard black

34.  Glass: All windows shall be manufacturers solar tinted.

35.  Back-Up Alarm: Must meet OSHA No. 1929.601. Mounted on inside of truck chassis to protect from damage. Electronic, solid state (112dBA for safety)

36.  Day time running lights required.

37.  Windshield Wipers: Intermittent

38.  Cab Interior Instruments and Controls: Driver information module, diagnostic interface connector located below the dash, speedometer, odometer, engine oil pressure gauge, engine coolant temperature gauge, transmission oil temperature gauge, fuel level gauge, air system gauge (primary and secondary, audible low air pressure warning), auxiliary power point for mobile phone use, floor covering (vinyl w/insulation), arm rest on doors (one each side), storage pocket (for vehicle log book, maps, fuel man site listings, etc.).

39.  Step(s): For truck cab entry on each side opposite fuel tank

40. Warranty: Manufacturer’s standard warranty to apply on complete truck which shall begin on date vehicle is placed in service, which is approximately 30 days or less from receipt of vehicle. The successful bidder is required to furnish a printed itemized listing in layman’s terms of the warranty with each unit at the time of delivery.

END OF CAB & CHASSIS SPECIFICATIONS
SPECIFICATIONS FOR 16’ VAN BODY

1. Type: Fiberglass reinforced plywood

2. Body Length Inside: 16 ft.

3. Height Inside: 84”

4. Width Outside: 96”

5. Lights: Federal requirements FMVSS 108. Two (2) dome lights w/rear switch hot-wired.

6. Roof: Aluminum .32 one piece with 3/16” plywood between roof bows and roof skin or pre-tensioned bonded will (eliminate plywood)

7. Roof Bows: 24” centers

8. Side Walls & Front: Heavy-duty exterior grade plywood reinforced w/fiberglass inside & out.

9. Front Corners – Aerodynamic: 10” radius top front corner full width with 5” minimum radius front corner verticals.

10.  Flooring: 1 1/8” laminated hardwood
11.  Underframe: 3” I-beam or 4” channel on 12” centers

12.  Rear Frame: All steel welded and reinforced at stress points. 85” opening width.
13.  Rear Door: Full roll up ¾” plastic covered with dual cables.

14.  Cargo Tie Downs: Logistic track, first row 32” from floor, second row 32” above first row.

15.  Scuff Pad: 1” x 10 1/2” oak or equal sides & front, caulked on top at seam.

16.  Undercoating: Entire under-structure including floor.

17.  Threshold: 12” steel plate

18.  Wiring: Heavy gauge installed in built in conduit or protected channels.

19.  Stair Steps and Grab Handles: Each side rear of body

20.  ICC Step Bumper: Required

21.  Rubber Dock Bumpers: Two (2)

22.  Mud Flaps: Required

23.  Warranty: 5 years, 100% against defects in workmanship

24.  Color: White
SPECIFICATIONS FOR 16 ELECTRIC LIFTGATE
1. Lifting Capacity: 2,500 lbs.
2. Drive: Electric/Hydraulic

3. Platform Size: Folding 72” x 36”

4. Type Deck: Steel diamond tread plate.

5. Ramp Size: 4” – 6” Steel diamond tread plate

6. Controls: Dual, circuit breaker protection, master disconnect switch, TMC approved electrical components, TMC approved heat shrunk electrical connectors, weather sealed power unit box.

7. Dock Bumpers: Required

8. All Standard Equipment and Features as Advertised to be Furnished: Required

9. Weight Mounted: 850 lbs. maximum

10.  Manuals: One (1) operator’s

11.  Warranty: One (1) year, 100% parts & labor against defects in workmanship.

