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 Supplemental Specifications - Section 300 
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 January 1, 2015 
 
Subsection 307.03 (pg. 246) 11-16-15; Modify the following:   
 B. Recycled Asphalt Pavement for Bituminous Plant Mix Base, Table 307.03-3  
 

Table 307.03-3: Mixtures Using RAP  

Mix 
Type 

% RAP  
(Non‐

processed)(1) 

Maximum % 
RAP 

(Processed)
(2) 

Maximum % 
RAP Processed 

& 
Fractionated 

(3) 

Maximum 
Particle 
Size 

(inches) 

307‐
ACRL 

0  00 
‐ 

‐ 

307‐AS  0  00  15  ‐ 

307‐A  15  20  35  1‐1/2 

307‐B  15  30  35  1‐1/2 

307‐BM  15  30  35  3/4 

307‐
BM2 

15  30 
35 

3/4 

307‐C  15  30  35  3/8 

307‐CW  15  30  35  1/2 

307‐CS  0  15  25  5/16 

(1)  “Non‐processed” refers to RAP that has not been crushed and 
screened or otherwise sized prior to its use. 
(2)  “Processed” refers to RAP that has been crushed and screened 
or otherwise sized such that the maximum recycled material particle 
size is less than that listed in Table 307.03‐3 prior to entering the 
dryer drum. 
(3)  “Fractionated” refers to RAP that has been processed over more 
than one screen, producing sources of various maximum particle sizes 
(e.g., 3/4 to 1/2 inch, 1/2 inch to #4, etc.).  The Contractor may use 
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2. Recycled Asphalt Shingles 
(RAS) RAS may be included to a maximum of 3% of the total weight of the mixture.  
 

Subsection 307.03 (pg. 250) 6-27-16; C. revise the last paragraph of subsection:  “If test results indicate 
moisture susceptibility, Mmix an approved antistrip agent with the asphalt cement at the dosage recommended by 
the respective test and as specified in 921.06.B.” 
 
Subsection 307.06 (pg. 290) 12-2-16; Add the following as the second paragraph: “Do not place AS/ACRL which 
cannot be covered by the next course of pavement within the same construction season.” 
 
Subsection 313.03 (pg. 273) 11-16-15; B. Bituminous Treated Permeable Base, Add the following 
sentence:  “Recycled Asphalt Pavement (RAP) meeting the requirements of 307.03.B may be 
incorporated into asphalt treated permeable base up to 15% by weight of aggregate. RAP must be 
processed in a manner such that the minimum particle size is no smaller than ¾” prior to solvent 
extraction. Treated permeable base mixtures containing RAP shall contain at least 65% virgin asphalt 
binder. For RAP containing gravel as a coarse aggregate, the maximum allowable RAP content shall be 
10%” 

the larger percentages of fractionated RAP specified only if individual  

fractions of two different maximum particle size are introduced into 
the plant as separate material sources for increased control. 
(4) RAP for 307‐AS must be processed in a manner such that the 
minimum particle size is no smaller than 3/4” prior to solvent 
extraction.  For RAP containing gravel as coarse aggregate, the 
maximum allowable RAP content shall be 10%. 


