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7-29-04

GENERAL NOTES

  APPROVAL NOT REQUIRED.

  MINOR REVISION -- FHWA

WITH INTERNAL OR SHELFMOUNT F/O MODEMAERIAL SLACK BRACKET(SEE STD. DWG. T-FO-3FOR DETAILS)AERIAL SLACK BRACKET(SEE STD. DWG. T-FO-3FOR DETAILS)AERIAL SLACK BRACKET(SEE STD. DWG. T-FO-3FOR DETAILS)AERIAL SLACK BRACKET(SEE STD. DWG. T-FO-3FOR DETAILS)AERIAL SLACK BRACKET(SEE STD. DWG. T-FO-3FOR DETAILS)WITH INTERNAL OR SHELFMOUNT F/O MODEMDISTRIBUTION BOX(FAN OUT REQD. ON DROP CABLE)WITH INTERNAL OR SHELFMOUNT F/O MODEMINSTALL LARGERADIUS PIPEWITH INTERNAL OR SHELFMOUNT F/O MODEMDISTRIBUTION BOX(FAN OUT REQD. ON DROP CABLE)FIBER OPTIC DROP CABLELASHED FIBER OPTICTRUNK CABLEFIBER OPTICDROP CABLEFIBER OPTICDROP CABLELASHED FIBER OPTICTRUNK CABLESPLICE CLOSURE WITH SPLICE TRAY.LASHED FIBER OPTIC TRUNK CABLESPLICE CLOSURE WITH SPLICE TRAY.SPLICE CLOSURE WITH SPLICE TRAYLASHED FIBER OPTIC TRUNK CABLESPLICE CLOSURE WITH SPLICE TRAYLASHED FIBER OPTIC TRUNK CABLESPLICE CLOSURE WITH SPLICE TRAYDRILL CABLEENTRANCE HOLEAND INSTALLTHREADED CONDUITLASHED FIBEROPTIC TRUNKCABLEINSTALL 90SWEEP PIPE.B  ALL SPLICE CLOSURES TO CONTAIN SUFFICIENT SLACK FIBER    TO PERFORM SPLICE ON GROUND IN MAINTENANCE VEHICLE    (MINIMUM 25 FEET OF SLACK FOR EACH CABLE). C  ALL SPLICES TO BE FUSION UNLESS OTHERWISE NOTED.DISTRIBUTION BOX(FAN OUT REQD. ON DROP CABLE)DISTRIBUTION BOX(FAN OUT REQD. ON DROP CABLE)A  CONDUIT FOR FIBER OPTIC CABLE REQUIRED TO UTILIZE LARGE    RADIUS BENDS (MINIMUM RADIUS 6 INCHES) NO ELBOW JOINTS    ALLOWED. 
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