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TrafficJet Sign Printer 

Specifications 

TDOT is looking to procure a one-time purchase of an Avery Dennison TrafficJet Sign Printer. 

This is a proprietary procurement for Avery Dennison. 

1. Scope 

The following specification covers the requirements for an eco-solvent inkjet wide-

format digital printing systems capable of printing durable and compliant traffic signs as 

part of an integrated component system (hereinafter called “digital print system”), and 

other related components, auxiliary equipment, and attachments. 

2. Items included 

The following shall be included with the purchase of the digital print system: 

1.  A digital print system capable of printing on retroreflective sheeting 

meeting each of the following ASTM D4956 Types: 

a. Type I 

b. Type IV 

c. Type VIII 

d. Type IX 

e. Type XI 

2. Startup kit: 

a. Retroreflective sheeting 

b. Anti-graffiti overlay film 

c. Spot inks specifically manufactured for traffic sign applications 

i. Black ink 

ii. Yellow ink 

iii. Blue ink 

iv. Green ink 

v. Red ink 

vi. Brown ink 

d. Graphic inks for custom color 
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i. Cyan 

ii. Magenta 

e. Maintenance supplies 

3. Compatible RIP software 

4. On-site installation and training 

5. One year, parts and labor, on-site warranty 

6. Roll-to-roll laminator 

7. Optional fume extractor 

8. Optional convenience plan (extended warranty) 

3. Digital Print Systems Requirements 

Digital print system shall meet the following performance requirements: 

1.Digital print system shall include the printer, software and start-up kit, all supplied, 

supported, and warranted by the retroreflective sheeting manufacturer or a certified 

dealer. 

2. Digital print system shall allow the attachment of a fume extractor. 

3. Digital print system shall allow the attachment of an external heater. 

4. Digital print system shall be capable of printing durable traffic signs at a minimum of 

88 sf/hr 

 a. Digital print system shall b3e capable of printing durable traffic signs at a 

minimum of  162 sf/hr using a compatible external heater. 

5. Start-up kit shall include the necessary maintenance supplies and componments 

required to start production, including spot inks, retroreflective sheeting, and anti-

graffiti overlays. 

6. The retroreflective sheeting manufacturer must produce all sign making components, 

including the sheeting, inks, and overlays. 

7. Digital print system shall be warranted for a minimum of one year from the 

installation date. 

 a. Warranty shall include on-site and phone support 

 b. If necessary, on-site support shall be available within 48 to 72 hours 

8. Digital print system shall include two days of on-site installation and training by a 

certified technical service representative. 
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9. Support the use of a variety of retroreflective sheeting types, including ASTM Type I, 

Type IV, Type VIII, Type IX, and Type XI 

4. Digitally-printed Finished Signs Requirements 

     The digital print system shall use components, including spot inks, manufactured by the 

retroreflective sheeting manufacturer. Digital print system and components shall work in 

concert to produce durable traffic and work-zone signs. Durable traffic and work-zone signs 

produced using the digital print system shall meet the following requirements: 

1.Finished signs shall be compliant with FHWA MUTCD requirements 

2. Finished signs shall meet the daytime and nighttime color requirements of ASTM D4956, as 

applicable to each color 

3. Durable traffic signs shall be resistant to graffiti using a single layer anti-graffiti film 

5. Roll-to-Roll Laminator Requirements 

64” film width roll-to-roll laminator with heat assist shall meet the following requirements: 

1.Include at least 5 roll shafts, one unwinding shaft, and a metal feeding tray. 

2. For safety, roll-to-roll laminator shall include an optical eye capable of stopping the machine 

immediately in case a foreign object is sensed near the lamination roller. Roll-to roll laminator 

shall also include a footswitch, which helps keep the operator safe during lamination. 

3. Roll-to-roll laminator must be able to automatically adjust pressure to eliminate skewing of 

material being laminated. 

4. Roll-to-roll laminator shall be supplied and serviced by the retroreflective sheeting 

manufacturer or a certified distributor, and include installation and on-site training. 

5. Roll-to-roll laminator shall be warranted for one year from the date of installation. 

6. Lamination Table 

CWT 1640 Premium-Cut work lamination table (13FT 1 in X 5 ft 3In) with table back light and 

media holders must include a California Air Tools 2 gallon compressor, the red long reach knife, 

the blue cleaning roller and a pad to clean the rollers 

1.. Include installation 


