CHAIN SAW | GASOLINE POWERED

3,06 cu.in. (50.2 cc), 4.0 bhp (3.0 kW), 49 kg (10.68Ibs.)
Fuel Capacity: 500 cc (169 oz.)

Chain Qil Capacity: 270 cc (913 oz.)

Guide Bar Lengths40 to 50 cm (16" to 207)

3003 008 6813 0000 792 9175 26RM3 67 3689 005 0067 1141 200 0592 $55995
18" 3003 008 6817 0000 792 9175 26RM3 74 3689 0050074 1141 200 0607 556995
20° 3003 008 6821 0000 792 9176 26RM3 81 3689 005 0081 1141222 4002 $57995

Packaged 2 per box
3,06 cu. in. (50.2 cc), 3.49 bhp (2.6 kW), 5.6 kg (12.3 |bs.)
Fuel Capacity: 500 cc (169 oz.)
Chain Oil Capacity: 240 cc (812 oz.)
Guide Bar Lengths40 to 50 cm (16" to 20") STIHL ROLLOMATIC®

3003 812 6817 0000 792 9175 26RM3 74 3689 005 0074 1141 200 0605 US $38995

20" 3003 812 6821 0000 792 9176 26RM3 81 3689 0050081 1141 200 0582 US $39995

WARNING! The occurrence called “kickbac«” can cause serious or fatal injury. Always resd the instruction manual before using your saw STIHL has developed a color code tystem using green and yellow to help yeu ;e\e*l &
powerhead, bar and chain combinauon that complies with the kickback requiremants of ANSI Standard B 1751 Your instructian manual cantains safe operating procedures and advantages of using the STIHL Quickstop? chain brake,
STIHL reduced kickback bars ana STIHL low kickback chains. STIHL recommends the use of reduced kickback bars and low kickback chains on all STIHL chain saws

2020 MID-ATLANTIC STIHL PRICING e CONFIDENTIAL



