
10-26-1996   RP-CS-2   

      SHOULDER     

    RUMBLE STRIP   

       DETAIL      
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      CONCRETE     

DEPARTMENT OF TRANSPORTATION

STATE OF TENNESSEE
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DETAIL OF CORRUGATIONS IN CONCRETE 

SHOULDER RUMBLE STRIP

3’-0"

3’-0"

1’-0"

10’-0"

3’-0"

6" 6"

1"

 JOINTS

SHOULDER 
EDGE OF TRAVELED WAY

1’-0"

A

A

EDGE OF TRAVELED WAY

10’-0"

EDGE OF TRAVELED WAY

EDGE OF TRAVELED WAY

10’ PAVED SHOULDER

PAVED SHOULDER

EDGE OF OUTSIDE 

OF CONCRETE SLAB)

(TO BE PLACED AT CENTER POINT 

RUMBLE STRIP CORRUGATION 

OF CONCRETE SLAB)

(TO BE PLACED AT CENTER POINT 

RUMBLE STRIP CORRUGATION 

CORRUGATION

RUMBLE STRIP 

CORRUGATION

RUMBLE STRIP 

OF EVERY OTHER SLAB

AT MID POINT 

EDGE OF INSIDE PAVED SHOULDER

EDGE OF OUTSIDE PAVED SHOULDER

36’ OR WIDER

PAVED SHOULDER

EDGE OF INSIDE 

10’ PAVED SHOULDER

15’ 15’ 15’ 15’

12’

12’

12’

15’ 15’ 15’

SECTION A-A

 

LONGITUDINAL CONTRACTION OR

LONGITUDINAL CONSTRUCTION

TRANSVERSE CONTRACTION

JOINT SYMBOLS

NOTE:RUMBLE STRIPS TO BE FORMED AND PAID 

FOR UNDER ITEM NO. 501-03.10, CONCRETE 

SHOULDER RUMBLE STRIP LINEAR FEET.

DIVIDED HIGHWAY)

(FOR 6-LANE OR WIDER

PLAN VIEW SHOWING RUMBLE STRIP CORRUGATIONS 

IN CONCRETE SHOULDERS, DETAIL 1

PLAN VIEW SHOWING RUMBLE STRIP CORRUGATIONS 

IN CONCRETE SHOULDERS, DETAIL 2

TRAFFIC FLOW

TRAFFIC FLOW

TRAFFIC FLOW

TRAFFIC FLOW

TRAFFIC FLOW

TRAFFIC FLOW

DETAILS.  REDREW SHEET.

REV. 05-01-20:  REVISED AND RENAMED

REV. 9-29-10:  CHANGED ITEM NUMBER.

TO MATCH STD. DWG. NO. RP-J-1.

SPACING TO 15’ CONSTANT IN ALL VIEWS 

REV. 5-27-01:  CHANGED VARIABLE JOINT 


